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SUBJECT:  FILM EVALUAT ION "‘II‘“"'IO\?!L;H&A ;
l. CANMERA B 12 WAS USED IN MISSTION Si%4A FLOWN 12 AFRIL i964,

PROCESSING WAS ACCOMPL ISHED Y[ ] 25X1
2. ORIGINAL HEGATIVE: '

A. THE EXPOSURE WAS ADEQUATE BUT THE RESOLUTION 1S ONLY
FAIR AT BEST. DEGRADATION IS aTTRIBUTED TO ATMOSPHERIC HAZE
AND LOW TERRAIN REFLECT IVITY. :

8. 9R SIDEs TWO ROWS OF DESENSITIZED (MINUS-DENSITY)
SPOTS ARE PRESENT FROM HEAD TO TaIL ALTHOUSH NOT ALWAYS READILY
DETECTABLE. ONE ROW IS PARALLEL TO AND 1.25% FROM THE OUTBOARD
CTITLED) EDGE OF THE FILM AND THZ OTHER IS PARALLEL TG AND
3.26" FROM THE INBOARD EDGE. THE SPOT-TO-SPOT SPACING IN BOTH
ROWS IS 1.55". FRAME 133 CONTAINS FOREIGN MATTER (THREADS AND
INK STAINSY AND A MANUFACTURER S SPLICE IS PRESENT IN FRAME 178
WITH ASSOCIATED CREASES IN FRAMES 178-18)1. FRAMES 265 AND 266

WERE TORN AND TAPE-REPAIRED AT THE PRUCESSING SITE NUMEROUS
PART 7 (FRAMES 7?99-‘—-"931} CONTAINSG
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a FINE PLUS-DENSITY STREAK PARALLEL TO AND 4™ FROM THE INBOARD
EDGE OF THE FILM. THIS STREAK IS CONTINUOUS AT FIRST BUT
FECOMES INTERMITTENT BEFORE RUNNING OUT.

C. 9L SIDEs TWO ROWS OF DESENSITIZED SPOTS SIMILAR TO
THOSE NOTED IN THE SR SIDE ARE PRESENT THROUGHOUT THE FILM.
THE INBOARD ROW PARALLELS THE EDGE AT A DISTANCE OF 2,48 AND
THIS IS THE ONLY DEVIAT ION FROM THE MEASUREMENTS LAID OFF IN
ITEM 2¢B) ABOVE. CAMERA ROLLER-INDUCED STATIC DISCHARGES (ROLLER
CHATTER) ARE PRESENT ALONG THE INBACRD EDGE BUT DISSIPATE APP-
ROXIMATELY MIDWAY THROUGH TME WMATERIAL. FRAMES 838-041, 257~
263 AND 2222-2238 CONTAIN A CONT INUGUS MINUSjpENSITY STREAK
ROUGHLY PARALLEL TO AND B.75" FROM THE OUTBOARD EDGE OF THE
FORMATS. A FINE CONT INUOUS MINUS-DINSITY STREAK RUNS PARALLEL
TO AND @.¢5" FROM THE INBOARD EDGE THROUGHOUT MOST OF THE FILM.
IT IS NOT DETECTABLE IN THE LAST 25 PERCENT OF THE TAKE.

D, BOTH SIDES: THE TITLED FRAMES ARE MUMBERED B16-2486
AND 2524-2706. FRAMES 081-816 AND 2487-2523 WERE EDITED OUT
PRIOR TO EVALUATION, | i

E, THERE WERE NO MAJOR CAMERA MALFUNCTIONS CR PROCESSING
ANOMAL IES. o

3. DUPLICATE POSITIVEs |

fo THE PI SUITABILITY RANGES FROM POOR TO FAIR. MAZE
DEGRADAT 108 AND 1.0 CONTRAST PHOTGGRAPHY COMBINE TO MAKE TARGET
IDENT IFICAT ION AND ANALYSIS DIFFICWLT. o

B, PRINTING AND PROCESSING ARE GOOD.

C. CLOWD COVER OBSCURES APPROXIHATELY 36 PERCENT OF THE
RO RASER Iy P RARUOS DHER{ {2824 %Fl;}%gogﬁio%o1‘%%}6?3:34 o
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